N OSTV

Dividers
Rotund L - Divider, Coleo L - Divider, Frame L - Divider & Oblong L - Divider

Privacy in Quitier spaces

You can transform your spatial planning with our high-performance sound-absorbing room dividers.

These innovative solutions not only enhance acoustic comfort but also facilitate the creation of
personal areas, allowing you to design private spaces tailored to your needs.

Experience a new level of functionality and tranquility in your environment.

M WWW.acoustit.com



N POSTV

@: 400mm

Rotu n d L - D iVi d er Sound-Absorbing Decorative Divider

@: 1200mm x Thickness: 45mm H: 1300mm Base @: 400mm

DIVIDER

APPLICATION
Divider - Indoor use only

MATERIAL
Mechanical needled punch industrial felt.

100% PET up to 60% Recycled content & Recyclable
FIRE RATING

A Class (ASTM E84) - B s1 d0 (EN 13501-1)
THERMAL INSULATION

0,035 W/mK

WEIGHT

1 unit: 9000 gr. +/- 10% tolerance

1 unit: 19.84 Ibs with +/- 10% tolerance
THICKNESS

Max. 45mm (+/- 2mm) - 1.77" (+/-0.08")
Min. 8mm (+/- 2mm) - 0.31" (+/-0.08")

Smooth Surface - Impact Resistance - Flexible

BOX SIZE & CONTENT
W: 1220 mm D: 1220 mm H: 120 mm
W: 48.03" D: 48.03" H: 4.72"

1 Box: 2 x panels

1 Color of choice per package
Gross weight: 20 kg
Gross weight: 44 |bs

PALETTE SIZE & CONTENT

ACOUSTIC PERFORMANCE

W:1220 mm D: 1015 mm H: 1400 mm W: 1200 mm D: 800 mm H: 1400 mm Hz %
1.20 Frequency Octave
W: 48" D: 40" H: 55" W: 47.25" D: 31.5" H: 55" 1.00
8 Pcs. Box 7 Pcs. Box 0.90 63 0.040.05
0.80
. . 125 0.20 0.21
Gross Weight Gross Weight 0.70 ’
180 kg 160 kg 0.60 250 0.68 0.75
0.50
396 Ibs 353 Ibs 56 500 1.91 1.29
0.30
.55 1000 1.33 1.31
Ust0 2000 1.25 1.29
0.00
4000 1.23 1.29
63Hz 1000Hz 2000Hz 4000Hz

NRC SAA Class

Rotund L-Divider According to 1SO 11654 According to ASTM C423  Sound Absorption Average Sound Absorption

Distance to surface: 50mm
Distance to surface: 100mm

T.00 T.00 A
1.00 1.00 A

as Sound absorption coefficient according to ISO 354

ap Practical sound absorption coefficient according to ISO 11654

Rotu n d L - D iVi d er Sound-Absorbing Decorative Divider
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@:1200mm x Thickness: 45mm H: 1300mm Base @: 400mm

1200mm (+/- Tmm)

47.24" (+/-0,05")

Inherent Colors

Color-IT Colors

Metal Color Options

PRODUCT CODE / DESCRIPTION Box Qty
RLD-30BFN - Inherent Colors 2
2

RLD-30BFC - Color-IT

Crema

Beige

Dork Groy

IRAL 9005 RAL 7074
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N POSTV

COleO L - DiVider Sound-Absorbing Decorative Divider

1200mm x 1800mm Thickness: 45mm H: 1900mm Base @: 400mm

COleO L - D iVi d er Sound-Absorbing Decorative Divider

@:1200mm x Thickness: 45mm H: 1900mm Base @: 400mm

DIVIDER DIVIDER 1200mm (+/- Tmm)
47.24" (+/-0,05")

. ——

1200mm (+/- Tmm)

47.24" (+/-0,05")

1900mm (+/- Tmm)
74.8" (+/-0,05")

1800mm (+/- 1mm)
70.84" (+/- 0,05")

1800mm (+/- Tmm)
70.86" (+/-0,05")
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Inherent Colors Color-IT Colors Metal Color Options

APPLICATION WEIGHT BOX SIZE & CONTENT

Wall & Ceiling - Indoor use only 1 unit: 12.000 gr. +/- 10% tolerance W: 1220 mm D: 1820 mm H: 120 mm

MATERIAL 1 unit: 26.45 Ibs with +/- 10% tolerance W: 48.03" D: 71.65" H: 4.72"

Mechanical needled punch industrial felt. THICKNESS 1 Box: 2 x panels Box Qty

100% PET up to 60% Recycled content & Recyclable ’ B PRODUCT CODE / DESCRIPTION

é!ﬂ Max.

FIRE RATING CLD-30BFN - Inherent Col 2 S

AClass (ASTM E84)-Bis1 dO(EN 13501-1) Max. 45mm (+/- 2mm) - 1.77" (+/-0.08") 1 Color of choice per package nherent Colors

THERMAL INSULATION Min. 8mm (+/- 2mm) - 0.31" (+/-0.08") Gross weight: 27 kg CLD-30BFC - Color-IT 2

0,035 W/mK Smooth Surface - Impact Resistance - Flexible Gross Weight.' 59.52 |bs i hees ‘ ! o o

PALETTE SIZE & CONTENT ACOUSTIC PERFORMANCE

W:1220 mm D: 1015 mm H: 2000 mm W: 1200 mm D: 800 mm H: 2000 mm 1.20 Hz %
Frequency Octave
W: 48" D: 40" H: 79" W: 47.25" D: 31.5" H: 79" 1.00
8 Pcs. Box 7 Pcs. Box 0.90 63 0.040.05
0.80
. : 125 0.20 0.21
Gross Weight Gross Weight 0.70 N
240 kg 205 kg 0.60 250 0.68 0.75
530 Ibs 452 lbs 0.50
0.40 500 1.21 1.29
0.30
1000 1.33 1.31
0.20
gudy 2000 1.25 1.29
0.00
4000 1.23 1.29
63Hz  125Hz  250Hz  500Hz  1000Hz 2000Hz 4000Hz
. NRC SAA Class
% Coleo L- Divider According to 150 11654 According to ASTM C423 Sound Absorption Average Sound Absorption
|/ Distance to surface: 50mm 0.95 1.00 1.00 A
Distance to surface: 100mm 1.00 1.00 1.00 A

TS SOUNG abSOFPUOH CORTICIENT acCording [0 150 354 ‘ap Practical sound absorption coefficient accoramgto 1SO 11654

WwWWwW.acoustit.com



N POSTV

F ro m e L - D iVi d e r Sound-Absorbing Decorative Divider

F ro m e L - D iVi d e r Sound-Absorbing Decorative Divider

1200mm x 1200mm Thickness: 45mm H: 1300mm Base: 120 x 400mm

DIVIDER ON CASTERS DIVIDER ON LEGS

1200mm x 1200mm Thickness: 45mm H: 1300mm Base: 120 x 400mm

DIVIDER

I

APPLICATION WEIGHT
Wall & Ceiling - Indoor use only 1 unit: 11.000 gr. +/- 10% tolerance
MATERIAL 1 unit: 24.25 Ibs with +/- 10% tolerance

Mechanical needled punch industrial felt. THICKNESS
100% PET up to 60% Recycled content & Recyclable
FIRE RATING

A Class (ASTM E84) - B s1 d0 (EN 13501-1)

THERMAL INSULATION

0,035 W/mK

BOX SIZE & CONTENT
W: 1220 mm D: 1220 mm H: 120 mm v -
W: 48.03" D: 48.03" H: 4.72"

1 Box: 2 x panels

— ol =
D — 8
Max. 45mm (+/- 2mm) - 1.77" (+/-0.08")
Min. 8mm (+/- 2mm) - 0.31" (+/-0.08")

Smooth Surface - Impact Resistance - Flexible

1 Color of choice per package
Gross weight: 25 kg
Gross weight: 55.11 Ibs

PALETTE SIZE & CONTENT

W:1220 mm D: 1015 mm H: 1400 mm
W: 48" D: 40" H: 55"
8 Pcs. Box

W: 1200 mm D: 800 mm H: 1400 mm
W: 47.25" D: 31.5" H: 55"
7 Pcs. Box

Gross Weight
220 kg
485 Ibs

Gross Weight
190 kg
420 Ibs

Inherent Colors Color-IT Colors Metal Color Options
ACOUSTIC PERFORMANCE
Hz a,
1.20 Frequency Octave
1.00
63 0.07 0.07
poo PRODUCT CODE / DESCRIPTION Box:Qty
070 125 ) 0.23 0.28 - -
0.60 250 0.73 0.82 FLD-30BPN - Inherent Colors 2 - a ozt o
g.ig 500 1.14 1.20 FLD-30BPC - Color-IT Crema White - AL - - By
| 0are - Colr 2 .
s o . N
' FLD-30BCN - Inherent Colors + Casters
n A . 2 . L T . . =
0.00
4000 1.151.18 FLD-30BCC - Color IT + Casters
63Hz 125Hz 250Hz 500Hz 1000Hz 2000Hz 4000Hz 2
- NRC SAA Class
Fraome L-Divider According to IS0 11654 According to ASTM €423 Sound Absorption Average. Sound Absorption
On the surface 7 J y
Distance to surface: 50mm 1.00 1.00 1.00 A
1.00 1.00 1.00 A

Distance to surface: 100mm

as Sound absorption coefficient according to 150 354 ap Practical sound absorption coefficient according to ISO 11654

ww w .

acoustit.com



N POSTV

O b lo n 9 L - D iVi d e r Sound-Absorbing Decorative Divider

1200mm x 1800mm Thickness: 45mm H: 1900mm Base: 120 x 400mm

DIVIDER ON CASTERS

DIVIDER ON LEGS

APPLICATION
Wall & Ceiling - Indoor use only
MATERIAL

Mechanical needled punch industrial felt.
100% PET up to 60% Recycled content & Recyclable

FIRE RATING

A Class (ASTM E84) - Bs1 dO (EN 13501-1)

THERMAL INSULATION
0,035 W/mK

WEIGHT
1 unit: 4500 gr. +/- 10% tolerance

1 unit: 9.92 Ibs with +/- 10% tolerance
THICKNESS

< i iMax.
-
Max. 45mm (+/- 2mm) - 1.77" (+/-0.08")
Min. 8mm (+/- 2mm) - 0.31" (+/-0.08")

Smooth Surface - Impact Resistance - Flexible

BOX SIZE & CONTENT

W: 1220 mm D: 1220 mm H: 120 mm
W: 48.03" D: 48.03" H: 4.72"

1 Box: 2 x panels

1 Box: 2.842 m2

1 Box: 30.591 ft2

1 Color of choice per package

Gross weight: 12 kg

Gross weight: 26.45 Ibs

PALETTE SIZE & CONTENT

ACOUSTIC PERFORMANCE

W:1220 mm D: 1015 mm H: 1400 mm
W: 48" D: 40" H: 55"
8 Pcs. Box

Gross Weight

110 kg
242 Ibs

W: 1200 mm D: 800 mm H: 1400 mm
W: 47.25" D: 31.5" H: 55"
7 Pcs. Box

Gross Weight
95 kg
210 Ibs

Hz o
1.20 Frequency Octave
1.00
090 / 63 0.07 0.07
0.80

125 0.23 0.28
0.70
0.60 250 0.73 0.82
0.50
0.40 500 1.14 1.20
0.30

1000 1.22 1.19
0.20
0.10 2000 1.15 1.16
0.00

4000 11.15 1.18

63Hz 125Hz 250Hz 500Hz 1000Hz 2000Hz 4000Hz
NRC SAA Class

Oblon 9 L-Divider acordingto 150 11654 According to ASTM C423 Sound Absorption Average Sound Absorption

On the surface
Distance to surface: 50mm 1.00 1.00 1.00 A

Distance to surface: 100mm 1.00 1.00 1.00 A
as Sound absorption coefficient according to ISO 354 ap Practical sound absorption coefficient according to 150 11654

O blo n 9 L - D iVi d er Sound-Absorbing Decorative Divider

1200mm x 1800mm Thickness: 45mm H: 1900mm Base: 120 x 400mm

DIVIDER

. . v > B
Inherent Colors Color-IT Colors Metal Color Options
PRODUCT CODE / DESCRIPTION Box Qty
OLD-30BPN - Inherent Colors Z -
OLD-30BPC - Color-IT 5 =
OLD-30BCN - Inherent Colors + Casters
2 Beige [Dark Groy Black RAL 7074
OLD-30BCC - Color IT + Casters 5
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